








230 Built-in sinks and wash basins 

Contents, specifi cations and availability are subject to change due to the technical improvement.

KEEPING IT CLEAN ON BOARD!
Rinsing, washing, disposing of waste – that needn’t be a hassle when you’re on the move. The Dometic sinks are practical 
and affordable solutions to complement your kitchen fi ttings. Waste trays, sinks and wash basins – all products feature 
hard-wearing material and refi ned functionality.

Dometic SMEV VA910
Square sink

≥  AC 540 siphon, rubber seal
≥  Weight: 1.1 kg
≥  Dimensions (W x H x D): 

370 x 125 x 370 mm
≥  Built-in dimensions (W x D): 336 x 336 mm

Ref. No.: 9102300056 

Dometic SMEV VA930
Square sink

≥  AC 540 siphon, rubber seal
≥  Weight: 1 kg
≥  Dimensions (W x H x D): 

280 x 145 x 380 mm
≥  Built-in dimensions (W x D): 272 x 372 mm

Ref. No.: 9102300052 

Dometic SMEV VA936
Square sink with drainer

≥  AC 540 siphon, rubber seal
≥  Weight: 1.5 kg
≥  Dimensions (W x H x D):

590 x 125 x 370 mm
≥  Built-in dimensions (W x D): 562 x 344 mm

Ref. No.: 9102300054 

Dometic SMEV VA928
Round sink

≥  AC 540 siphon, rubber seal
≥  Weight: 1.0 kg
≥ Dimensions (Ø x H): 400 x 130 mm
≥  Installation dimension: 366 mm

Ref. No.: 9102300051 

3.38
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Sinks and wash basins

≥  Supplied with siphon

≥  Taps as optional extras

≥  Rubber s eal

Just 
sinks
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Built-in sinks and wash basins / waste trays

Contents, specifi cations and availability are subject to change due to the technical improvement.

AC 537 tap (brass, colour: chrome) 
Ref. No.: 9102300077

AC 539 tap (plastic, colour: chrome) 
Ref. No.: 9102300076

Optional extras

The sink and wash basins do not 
include taps, which are available as 
extras. Please order them separately.

Taps as 

optional 

extras

Dometic SMEV
VA945
Square double sink

≥  2 AC 540 siphons, rubber seal
≥  Weight: 1.9 kg
≥  Dimensions (W x H x D): 

575 x 100 – 110 x 370 mm
≥  Built-in dimensions (W x D): 541 x 340 mm

Ref. No.: 9102300055 

Dometic CRAMER
CE88-B-I
Square sink

≥  Siphon, rubber seal
≥  Weight: 1.7 kg
≥  Dimensions (W x H x D): 

400 x 124 x 325 mm
≥  Built-in dimensions (W x D): 370 x 295 mm

Ref. No.: 9103300418 

Dometic CRAMER
CE02 B325-I
Round sink

≥  Siphon, rubber seal
≥  Weight: 1.2 kg
≥  Dimensions (Ø x H): 325 x 125.5 mm
≥  Installation dimension (Ø): 298 mm

Ref. No.: 9103300470 

Dometic CRAMER
CE88 BTK550-I BVO/98
Sink/drainer combination

≥  Siphon, rubber seal
≥  Weight: 2.6 kg
≥  Dimensions (W x H x D): 

550 x 134 x 400 mm
≥  Built-in dimensions (W x D): 530 x 380 mm

Ref. No.: 9103300413 

Dometic CRAMER
CE09
Round wash basin

≥  Siphon, rubber seal
≥  Weight: 0.6 kg
≥  Dimensions (W x H x D): 

442.8 x 132.5 x 292.4 mm
≥  Built-in dimensions (W x D): 

417.35 x 265.45 mm

Ref. No.: 9103300478 

Dometic CRAMER
waste bin with glass lid

Waste bin with glass lid

≥  Integrated heat-resistant safety glass lid, 
removable bin, 2-litre capacity

≥  Weight: 0.8 kg
≥  Dimensions (W x H x D): 

182 x 200 x 192 mm
≥  Built-in dimensions (W x D): 172 x 182 mm

Ref. No.: 9103300435 

3.38 3.37

3.373.37 3.37

3.37



232 Optional extras

Contents, specifi cations and availability are subject to change due to the technical improvement.

WASHING UP 
EXTRAS
These will make your mobile kitchen just perfect – the sink fi ttings are easy to use and sturdy enough to withstand 

any use. 

Dometic taps
≥  Plastic, colour: chrome

AC 539 // Ref. No.: 9102300076

≥  Brass, colour: chrome

AC 537 // Ref. No.: 9102300077

Dometic siphons
≥  Siphon, angled waste fi tting, Ø 25 mm 

AC 530 // Ref. No.: 9102300082

≥  Siphon, straight waste fi tting, Ø 25 mm

AC 535 // Ref. No.: 9102300083

≥  Siphon, angled waste fi tting, Ø 20 mm 

AC 540 // Ref. No.: 9102300084

≥  Siphon, straight waste fi tting, Ø 20 mm

AC 545 // Ref. No.: 9102300085

≥  Siphon, double waste fi tting, Ø 25 mm

AC 557 // Ref. No.: 9102300086

AC 539 AC 537 Straight waste fi tting,
Ø 2 0 / 25 m m

Angled waste fi tting, 
Ø 2 0 / 25 m m

Double waste fi tting, 
Ø 25 mm

3.38
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Exhaust cooker hoods

Contents, specifi cations and availability are subject to change due to the technical improvement.

BUILT-IN EXHAUST COOKER HOODS 
AND ACCESSORIES
The Dometic exhaust cooker hoods quickly draw cooking fumes, odours and moisture out of the vehicle. The compact 
fan, equipped with a 12-volt motor, is integrated into the roof dome and not into the unit itself. This design optimises 
airfl ow and performance. The external connection consists of a fl exible pipe and a weather-proof cap which is installed 
on the roof of the caravan.

Dometic CK 400
Exhaust cooker hood with 2-speed fan

≥  Voltage: 12 volts DC
≥  Capacity: 7 0 / 125 m ³ / h
≥  Power input: 30 watts
≥  Metal grease fi lter, 2 lighting levels with 

halogen bulbs (2 x 10 watts / 12 volts, GU4)
≥  Weight: 3 kg
≥  Dimensions (W x H x D): 400 x 45 x 275 mm
≥  Roof opening (Ø): 105 mm
≥  Roof dome dimensions (H x Ø): 64 x 200 mm
≥  CE, e 5-approved

Ref. No.: 9107300001 

Powerful!

3.36

Benefi ts of the CK 400

≥  Extremely p owerful

≥  2-speed f an

≥  Washable metal grease filter

≥  Two integrated halogen bulbs

≥  Waterproof roof dome

Dometic CK 150

Built-in exhaust cooker hood with 1-speed fan

≥  Voltage: 12 volts DC
≥  Capacity: 115 m ³ / h
≥  Power input: 30 watts
≥  1-speed fan, washable metal grease fi lter, 

2-level lighting with halogen bulbs 
(1 x 20 watts / 12 volts, GU5.3), 
robust plastic roof dome

≥  Weight: 1.9 kg
≥  Dimensions (W x H x D): 400 x 45 x 165 mm
≥  Cupboard recess (W x D): 381 x 142 mm
≥  Roof opening (Ø): 105 mm
≥  Roof dome dimensions (H x Ø): 64 x 200 mm
≥  CE, e 5-approved

Ref. No.: 9107300000

Dometic GY 20
Roof ventilator without motor

≥  Uses the differential pressure principle; 
effi cient and noiseless operation without 
moving parts

≥  Weight: 0.4 kg
≥  Roof dome dimensions (H x Ø): 64 x 200 mm

Ref. No.: 9107300319 

Dometic GY 11
Roof ventilator with motor

≥  Voltage: 12 volts DC
≥  Capacity: 6 5 / 105 m ³ / h
≥  Power input: 30 watts
≥  2-speed fan, powerful ventilation 

even when the engine is turned off 
(3 to 12 m³ / h at wind speed of 1 to 4 m / s)

≥  Weight: 0.6 kg
≥  Roof dome dimensions (H x Ø): 64 x 200 mm
≥  CE-approved

Ref. No.: 9107300318 

3.36 3.363.36

Robust plastic 

roof domes
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12 volts DC

Air recirculation cooker hood

Contents, specifi cations and availability are subject to change due to the technical improvement.

Benefi ts of the CK 2000

≥  Easy i nstallation 
without the need to lay 
ventilation hoses

≥  Washable m etal 
grease filter

≥  Replaceable a ctivated 
carbon filter

≥  Both filters are easily 
accessible 

≥  2-speed f an

≥  Integrated l ighting

PURE PLEASURE, 
EVEN WHEN INSTALLING
Dometic CK 2000 is the world’s fi rst cooker hood for motorhomes to use the principle of air recirculation, so there’s no 
need to install a roof ventilator. Cooking fumes are drawn upwards along the centre line of the unit and the cleaned air 
is returned via the side and front vents. The air dome that is created catches all the cooking fumes and ensures good 
suction power. An additional plus point is the extremely low power consumption of just 5 watts!

Dometic CK 2000
Air recirculation cooker hood with replaceable activated carbon fi lter

≥ Voltage: 12 volts DC
≥  Capacity: 3 8 / 45 m 3 / h
≥  Power input: 5 watts
≥  2-level fan, 2 integrated halogen bulbs (2 x 10 watts / 12 volts, GU4), 

2 lighting levels, washable metal grease fi lter, replaceable activated 
carbon fi lter

≥  Weight: 2.2 kg
≥ W x H x D: 400 x 56 x 280 mm
≥ CE-approved

CK 2000 // Ref. No.: 9107300002 

Activated carbon fi lter (pack of 2) // Ref. No.: 9107300007 

Air 

recirculation 

cooker hood

Two integrated 
halogen bulbs

Replaceable 
activated 
carbon fi lter

Washable metal 
grease fi lter

3.36

+




