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More details on the next page

Optional extras – air conditioners

NO LIMITS TO A PERFECT CLIMATE  
OPTIONAL EXTRAS FOR  
DOMETIC AIR CONDITIONERS
The Dometic air conditioning range gives you all the 
freedom you need: it offers you a customised solution 
for any installation setup, any level of comfort at any 
budget. Furthermore, optional extras adpated to the 
system guarantee you complete independence from an 

external power supply. This way the appropriate Dometic 
generator takes over from the 230-volt mains when you 
want to get away from it all. A DC-Kit also enables you to 
run your air conditioner on the 12-volt car battery even 
while you are driving. 

Contents, specifications and availability are subject to change due to the technical improvement.
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Pleasant air without a 
mains supply – generators

Are you searching for solitude? Do you 
feel most relaxed when you’re far away 
from the hustle and bustle of everyday 
life? No problem. A Dometic generator 
allows you to run your air conditioner 
wherever you are, even when no mains 
supply is available. The well-proven units 
are available in different performance 
ratings. Select the model that matches 
your system and then add a little extra 
capacity. Then your mobile power 
station can also run tools and domestic 
appliances or charge the vehicle 
batteries.

also operates while you 
are driving – DC-Kits

Treat yourself to the DC-Kit for your 
Dometic air conditioner, which lets you 
run it using the 12-volt car battery. Then 
your living space can be air-conditioned 
even more if an extra person or dogs are 
travelling with you. And when you get to 
your holiday destination, you can enjoy 
the perfect climate inside. The DC-Kit also 
includes a charging current distributor 
with low-voltage protection, which 
ensures optimal energy effi ciency while 
driving. It regulates the power distribution 
between the starter battery, supply battery 
and the generator. At the same time, it 
prevents the overloading of batteries or 
onboard electronics.

Juice for the 
air conditioner
≥  230-volt mains 

at the campsite

≥  Off-mains power from 
a Dometic generator run 
on petrol, diesel or gas

≥  Mobile operation using 
DC-Kit from the 12-volt 
carbattery 

Dc-Kits with charging current distributor: perfect energy management in mobile operation

   +12 V cable

   Earth cable

   D+ generator

   Sensing cable

   230 V cable

1.  Roof air conditioner

2.  Under-bench 

air conditioner

3.  Charging current 

distributor 

4.  Inverter

5.  Leisure b attery

6.  Generator

7.  Additional battery

8.  230 V outside socket 

Optional extras – air conditioners

Contents, specifi cations and availability are subject to change due to the technical improvement.
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Contents, specifications and availability are subject to change due to the technical improvement.

TEC 29 TEC 29LPG TEC 30EV TEC 40D T 2500H T 4000H
Generators  

ref. no. 9102900200 9102900179 9102900033 9102900201 9102900005 9102900006

operating mode / fuel Normal  
ROZ 91 petrol

Gas: LPG containing at 
least 60% of propane

Diesel Diesel Normal  
ROZ 91 petrol

Normal  
ROZ 91 petrol

consumption max. 1 .2 l  / h max. 1 .0 k g / h max. 0 .7 l / h max. 1 .4 l  / h max. 1 .2 l  / h max. 2 .3 l / h

continuous output 2600 2600 2500 3500 2000 3500 

Peak output 2900 2900 2900 3900 2200 3800 

output voltage 230 volts AC ±1%  
(continuous) / pure 
sine wave  

230 volts AC ±1%  
(continuous) / pure 
sine wave  

230 volts AC ±1%  
(continuous) / pure 
sine wave  

230 volts AC ±1%  
(continuous) / pure 
sine wave  

230 volts AC ±10%  
(continuous) / pure 
sine wave  

230 volts AC ±10%  
(continuous) / pure 
sine wave  

short circuit protection

Max. starting current (A) 33 33 33 45 24 41

sound level at 7 metres 
(dBA)

54 – 59 54 – 59 60 64 60 62

soundproofed

operation via external 
control panel

test marks CE, E13 CE, E13 CE, E13 CE, E24 CE, E3 CE, E3

engine output (kW (PS)) 4.0 (5.5) 4.0 (5.5) 3.3 (4.5) 4.7 (6.4) 4.0 (5.5) 6.6 (9.0)

width with suspension 
(mm)

580 580 572 765 640 775

size  
(W x H x D mm)

480 x 290 x 385 480 x 290 x 385 465 x 465 x 466 765 x 457 x 467 530 x 290 x 385 660 x 355 x 480

housing finish Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel Stainless steel

weight (g) 44.0 44.0 70.0 96.5 50.0 102.0 

compatible with Dometic 
air conditioners

 FreshLight

 CA 1000

 B 1100S

 B 1500S

 B 1600PLUS

 B 2200

 B 2600 —

 B 3200 —

 HB 2500 —

Technical data – optional extras

optional upgrades for air conditioners 



111

Contents, specifications and availability are subject to change due to the technical improvement.
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DC-Kit-1 DC-Kit-2 DC-Kit-3 DC-Kit-4

DC kits  
for 12-volt operation 

 

ref. no. 9100300003 9100300001 9100300002 9100300044

Power consumption  
(12 volt Dc) (A)*1

30 – 40 100 – 150 30 – 113 100 – 150

recommended generator 
capacity (A)*2

≥ 75 ≥ 150 ≥ 120 ≥ 150

recommended total battery 
capacity (Ah)*3

≥ 80 ≥ 250 ≥ 200 ≥ 250

continuous output (watts) 1000 1600 1500 2000

size (W x H x D mm) 
 Inverter
 Mains priority circuit

210 x 77 x 300
—

210 x 77 x 410
—

191 x 88 x 415 
190 x 80 x 80

349 x 116 x 516 
—

scope of delivery 
  Inverter 

 sine 
 sine similar output voltage 
Mains priority circuit 
 + 2 sockets

 Remote control, control cable (m) 
 2 battery cables, 1.5 m long (mm2)
 230-volt connection cable (piece)
  Charging current distributor  

 with relay  
 with power relay
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compatible with Dometic  
air conditioners

 FreshLight — —

 CA 1000 — —

 B 1100S — — — —

 B 1500S — — — —

 B 1600PLUS — —

 B 2200 — —

 B 2600 — — —

 B 3200 — — —

 HB 2500 — — —

Technical data – optional extras

standard solutions comfort solutions

*1  Power consumption depends on the type of air conditioner and ambient temperatures.
*2  Generator capacity depends on the type of air conditioner and ambient temperatures.
*3  Total battery capacity depends on the type of air conditioner and ambient temperatures.




